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FEATURES
SPEEDBOR SPADE BIT

4-3/4" SPEEDBOR Short Length Spade Bits

• For drilling in tight spaces

6" SPEEDBOR Standard Length Spade Bits

Diameter Length
Shank 
Size Item #

Bulk
Item #

1/4" 6" 1/4" Quick-Change 88804 99904
5/16" 6" 1/4" Quick-Change 88805 99905
3/8" 6" 1/4" Quick-Change 88806 99906
7/16" 6" 1/4" Quick-Change 88807 99907
1/2" 6" 1/4" Quick-Change 88808 99908
9/16" 6" 1/4" Quick-Change 88809 99909
5/8" 6" 1/4" Quick-Change 88810 99910
11/16" 6" 1/4" Quick-Change 88811 99911
3/4" 6" 1/4" Quick-Change 88812 99912
13/16" 6" 1/4" Quick-Change 88813 99913
7/8" 6" 1/4" Quick-Change 88814 99914
15/16" 6" 1/4" Quick-Change 88815 99915
1" 6" 1/4" Quick-Change 88816 99916
1-1/8" 6" 1/4" Quick-Change 88818 99918
1-1/4" 6" 1/4" Quick-Change 88820 99920
1-3/8" 6" 1/4" Quick-Change 88822 99922
1-1/2" 6" 1/4" Quick-Change 88824 99924

Diameter Length
Shank 
Size Item #

1/2" 4" 1/4" Quick-Change 87908
5/8" 4" 1/4" Quick-Change 87910
3/4" 4" 1/4" Quick-Change 87912
7/8" 4" 1/4" Quick-Change 87914
1" 4" 1/4" Quick-Change 87916
1-1/4" 4" 1/4" Quick-Change 87920
1-1/2" 4" 1/4" Quick-Change 87924

87912

88812

16" SPEEDBOR Extra-Long Spade Bits

• For extended reach
• Not for use with bit extensions or drill presses.

88712

1. Patented Blue-Groove™ point and cutting 1. Patented Blue-Groove™ point and cutting 
edge for faster chip removal and overall 
drilling speed.

2.  Double cutting spurs scribe the outside of 
the hole for reduced breakout and 
cleaner holes.

3. 40% thicker cutting edge and enlarged 
shank for increased strength and longer 
drilling life.*

4. 1/4" quick-change shank reduces slipping in standard chucks and is 
compatible with all 1/4" quick-change chucks, including impact drills.

Spade Bits

SPEEDBOR® Spade Bits

Diameter Length
Shank 
Size Item #

Bulk 
Item #

3/8" 16" 1/4" Hex 88706 99706
1/2" 16" 1/4" Hex 88708 99708
5/8" 16" 1/4" Hex 88710 —
3/4" 16" 1/4" Hex 88712 99712
7/8" 16" 1/4" Hex 88714 99714
1" 16" 1/4" Hex 88716 99716
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*versus previous IRWIN spade bits


